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increases the overall height of the outlet valve, which can limit the range of cisterns to 
which it may be fitted. 

Object of the Invention 

5 It is an object of the present invention to substantially overcome or at least 

ameliorate one or more of the above prior art disadvantages. 

Summary of the Invention 

10 Accordingly, in a first aspect, the present invention provides a cistern outlet 

valve mounting bracket assembly, said assembly including first and second bracket 
members adapted for positioning about an outlet valve in engagement with each other and 
the valve, said members having means to allow fixing of said engaged members to a 
cistern. 

The members preferably each include a semi-circular recess, each adapted to 
receive a portion of the outlet valve therein. The recesses preferably have teeth adapted 
to engage with corresponding openings in the outlet valve. 

The members preferably engage at one or more regions, most preferably two, 
also having said means to allow fixing. Said means to allow fixing are desirably one or 
more openings in the assembled members that are each adapted to receive a fixing shaft 
therethrough. In a preferred from, the openings comprise a pair of shaft portions in the 
first member and a corresponding pair of apertures in the second member, the second 
member having barbs adapted to engage with the first member. The barbs are preferably 
adapted to engage with the first member substantially adjacent the shaft portions. 

In a second aspect, the present invention provides a method of installing an 
outlet valve in a cistern, said method including positioning first and second bracket 
members about the outlet valve and in engagement with each other and the outlet valve 
and then fixing said engaged members to said cistern. 

The members are preferably fixed to the cistern with one or more fixing shafts 
30 that pass through corresponding openings in the engaged members. 

Brief Description of the Drawings 



20 
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A preferred form of the present invention will now be described, by way of 
example only, with reference to the accompanying drawings wherein: 
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Fig. 1 is a perspective view of an embodiment of a cistern outlet valve mounting 
bracket assembly according to the invention; 

Fig. 2 is an exploded perspective view of the assembly shown in Fig. 1 prior to 
engagement with a cistern outlet valve; 
5 Fig. 3 is a perspective view of the assembly shown in Fig. 1 partially engaged 

with a cistern outlet valve; 

Fig. 4 is a perspective view of the assembly shown in Fig. 1 after engagement 
with an outlet valve; and 

Fig. 5 is a perspective view of the assembly and valve shown in Fig. 4 installed 
10 within a cistern. 



Detailed Description of the Preferred Embodiment 
Referring firstly to Fig. 1, there is shown an embodiment of a cistern outlet valve 
mounting bracket assembly 10 according to the invention. The assembly 10 includes first 

15 and second moulded, glass-filled nylon bracket members 12 and 14. The members 12, 14 
each include a semi circular recess 16, 18 respectively which are each adapted to receive 
a portion of a substantially cylindrical outlet valve 20 therein. The valve 20 has a tail 22. 
The recesses 16, 18 include teeth 24 which are adapted to engage with corresponding 
openings 26 (as best seen in Fig. 2) in the valve 20. 

20 As be st shown in Fig. 3, the first member 12 includes two shaft portions 28 and 

recesses 30. The second member 14 includes a two corresponding apertures 32 and barbs 
34. When the members 12,14 are brought together (see Fig. 4) about the valve 20, the 
barbs 34 engage with the recesses 30 in a position in which the apertures 32 align with the 
shaft portions 28 and the teeth 24 enter the openings 26. 

25 The installation of the assembly 10 shall now be described. Figs. 2, 3 and 4 

show sequentially how the members 12 and 14 are brought into engagement with one 
another about the outlet valve 20 until they ultimately engage each other, and also the 
outlet valve 20, to form the valve/assembly 36. Fig. 5 shows the valve/assembly 36 
installed within a cistern 38 by passing the tail 22 of the valve 20 through an opening (not 

30 shown) in the base of the cistern 38 whilst passing the openings/apertures 28/30 over a 
correspondingly positioned pair of captive bolts (not shown). The assembly/valve 36 is 
fixed to the cistern 38 by fastening a pair of wingnuts 40 to the bolts. 

A seal (not shown) is positioned between the adjacent surfaces of the interior of 
the cistern 38 and the exterior of the valve/assembly 36. 
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It should be noted that the installation in Fig. 5 is shown in relation to a separate 
cistern for ease of description only. The preferred use of the outlet valve mounting 
bracket assembly is in mounting an outlet valve to a cistern forming part of a one piece 
toilet suite. 

5 The assembly described above has several advantages over the prior art 

arrangements. Firstly, the installation of the assembly and the valve described results in 
only one potential leak path between the assembly/valve and the cistern. Secondly, the 
assembly may be inexpensively manufactured by injection moulding in a thermoplastic 
material, and can be quickly and easily installed into engagement with the outlet valve. 
10 Thirdly, the assembly can be used with an outlet valve which is also suitable for use in a 
toilet suite having a separate cistern and pan, thereby reducing production and inventory 
costs. Fourthly, the bracket enables an outlet valve to be fixed to the cistern in a manner 
allowing easy removal without requiring a nut on the (inaccessible) tail of the outlet 



15 



valve. 



Although the invention has been described with reference to a specific example, 
it would be appreciated by those skilled in the art that the invention may be embodied in 
many other forms. 
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The claims defining the invention are as follows: 

1. A cistern outlet valve mounting bracket assembly, said assembly 
including first and second bracket members adapted for positioning about an outlet valve 
in engagement with each other and the valve, said members having means to allow fixing 

5 of said engaged members to a cistern. 

2. The assembly as claimed in claim 1, wherein the members each include 
a semi-circular recess, each adapted to receive a portion of the outlet valve therein. 

3. The assembly as claimed in claim 2, wherein the recesses have teeth 
adapted to engage with corresponding openings in the outlet valve. 

10 4 - The assembly as claimed in claim 3, wherein the members engage at 

one or more regions also having said means to allow fixing. 

5 - The assembly as claimed in claim 4, wherein the members engage at 
two said regions. 

6. The assembly as claimed in claim 4 or 5, wherein said means to allow 
15 fixing are one or more openings in the assembled members that are each adapted to 

receive a fixing shaft therethrough. 

7. The assembly as claimed in claim 6, wherein the openings comprise a 
pair of shaft portions in the first member and a corresponding pair of apertures in the 
second member, the second member having barbs adapted to engage with the first 

20 member. 

8. The assembly as claimed in claim 7, wherein the barbs are adapted to 
engage with the first member substantially adjacent the shaft portions. 

9. A method of installing an outlet valve in a cistern, said method 
including positioning first and second bracket members about the outlet valve and in 

25 engagement with each other and the outlet valve and then fixing said engaged members to 
said cistern. 

10. The method as claimed in claim 9, wherein the members are fixed to the 
cistern with one or more fixing shafts that pass through corresponding openings in the 
engaged members. 

30 11 ■ A cistern outlet valve mounting bracket assembly substantially as 

hereinbefore described with reference to the accompanying drawings. 
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12. A method of installing an outlet valve in a cistern, said method 
substantially as hereinbefore described with reference to the accompanying drawings. 
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